SAFETY BARRIERS

	Completed by:
	

	Company:
	

	Email address:
	




	Type
	Height (mm)
	
	Finish

☐ Orange (RAL 2011)
☐ Yellow (RAL 1003)
☐ Galvanised
☐ Black (Handrail option)

	Hand Rail
	☐ 1100
	
	

	REP 100 
Twin Channel Barrier
	☐ 750
☐ 1100
	
	

	REP 100H 
Twin Channel Barrier with Pedestrian Handrail
	☐ 1100
	
	

	REP 101 
Single Armco Barrier
	☐ 750
☐ 600
	
	

	REP 101D
Double Armco Barrier
	☐ 750
☐ 1100
	
	

	REP 101S
Sprung Post Armco Barrier
	☐ 610
	
	

	REP103
Heavy Duty Tubular Rack End Barrier
	☐ 500
	
	

	REP104
Low Level Channel Barrier
	☐ 450
☐ 750
	
	



	Run Length (mm)
	Next Barrier at 90°?
	Corner Post (see drawing below)

	
	☐ 
	☐ Internal      ☐ External      

	
	☐ 
	☐ Internal      ☐ External      

	
	☐ 
	☐ Internal      ☐ External      

	
	☐ 
	☐ Internal      ☐ External      

	
	☐ 
	☐ Internal      ☐ External      

	
	☐ 
	☐ Internal      ☐ External      

	
	☐ 
	☐ Internal      ☐ External      

	
	☐ 
	☐ Internal      ☐ External      


[bookmark: _GoBack]
Please provide a layout drawing with your enquiry, if available.

	Delivery Location:
	



Notes: 
	Incl. any additional information or modifications, i.e. gates
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