CANTILEVER RACKING

	Completed by:
	

	Company:
	

	Email Address:
	



	Number of runs
	

	Number of uprights per run
	

	Single or Double sided
	☐ Single                ☐ Double

	Centres between uprights (mm)
	

	Number of arms per upright (excluding base)
	

	Capacity per arm (kg)
	

	Length of arms (mm)
	

	Slope of arms
	☐ 1°(standard)
☐ Other: 

	Overall height (mm)
	

	Adjustment pitch (mm)
	☐ 150 (standard)
☐ Other: 

	Finish
	☐ Painted
       ☐ Black (Standard)
       ☐ Other (Please specify):
☐ Galvanised

	Delivery Location
	

	E/O for installation
	☐ Yes
☐ No



Product Details:
	Weight, each (kg):


					A: A
B
C
A
C
B

					B:A
C
B

					C: 

Extras:
	☐ Retaining pins
[bookmark: _GoBack]☐ Welded end stops
☐ Tyre guards
☐ Flush top arms
☐ Plastic protective strips
☐ Lintel/Base Rails
	☐ Roof canopy
☐ Timber Decking
☐ Steel Mesh Decking
☐ Enclosed Racking System
       ☐ Open Front
       ☐ PVC Curtains
       ☐ Roller Shutter Door



Notes:

